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BENEFITS FOR CHARTERERS

Reduce risk of OPEX overrun

V-PER monitors vessel performance constantly and in 
high-frequency. Thus V-PER makes transparent a vessel’s 
actual condition and fuel consumption. This forms a 
reliable basis for charter party agreements and reduces 
risk of OPEX overrun.

Easy daily charter warranty monitoring

V-PER allows for easy onshore tracking of all relevant 
parameters by providing real-time information via a 
cloud-based web platform and concise daily fleet reports. 
Additionally Albis Marine Performance provides quar-
terly charter warranty analyses.

BENEFITS FOR SHIPMANAGERS

V-PER reduces the risk of speed 
and consumption claims

V-PER monitors vessel performance constantly and in 
high-frequency. Thus, you can always be aware of your 
vessel’s actual condition and fuel consumption. This 
forms a reliable basis for charter party agreements re-
ducing the risk of exceeding agreed parameter 
values.

V-PER improves the marketability of vessels

With V-PER you can provide maximum transparency 
to charterers about the performance of your vessels 
thus building trust and creating an unrivalled USP in the 
market.

KEY FEATURES

•	 Automated high-precision data acquisition

•	 Monitoring via daily fleet reports plus quarterly 
	 charter warranty analyses 

•	 All measured data is encrypted, instantly accessible 
	 and thus cannot be manipulated
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Vessel Illustration SkySails IMO Data to

FCR [t/d] at 0-4 Bft, normalized to 9.5 m draft At SOG [kn] FCR [t/d] is below the tabulated value

50% 60% 70% 80% of the time
8.0 11.6 11.6 11.6 11.7
8.5 12.0 12.1 12.1 12.2
9.0 12.6 12.6 12.7 12.8
9.5 13.2 13.2 13.3 13.5

10.0 13.9 14.0 14.1 14.3
10.5 14.7 14.8 14.9 15.1
11.0 15.6 15.7 15.8 16.1 Current Charter
11.5 16.6 16.7 16.9 17.2 Warranties
12.0 17.7 17.9 18.1 18.4
12.5 18.9 19.1 19.4 19.8 SOG [kn] FCR [t/d]
13.0 20.3 20.5 20.8 21.2 13.0 24.0
13.5 21.8 22.1 22.4 22.9 14.0 27.0
14.0 23.5 23.8 24.1 24.7 15.0 30.0
14.5 25.3 25.6 26.0 26.7 16.0 32.0
15.0 27.3 27.7 28.1 28.8 17.0 35.0
15.5 29.4 29.8 30.3 31.2 18.0 40.0
16.0 31.7 32.2 32.7 33.7 19.0 45.0
16.5 34.2 34.8 35.4 36.4 20.0 53.0
17.0 37.0 37.6 38.2 39.4
17.5 39.9 40.6 41.3 42.6
18.0 43.0 43.8 44.5 46.0

Reference Condition
17.0 37.0 37.6 38.2 39.4

Ship Speed 17.0 kn
Draft 9.5 m
Weather 0-4 Bft

Generated: confidential Vessel Performance Manager
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Vessel Illustration SkySails IMO Data before event to
Event Hull & Propeller Cleaning, 2017-02-18 after event to

Shaft + PTO Power [kW] and Main Engine BSFC [g/kWh]

before before after after
event event event event

500 3.9 324.8 4.0 329.5
1000 6.2 258.2 6.3 260.6
1500 8.5 236.0 8.6 237.6
2000 10.8 225.0 10.9 226.1
2500 13.1 218.3 13.2 219.2
3000 15.4 213.9 15.5 214.6
3500 17.7 210.7 17.8 211.4
4000 20.0 208.3 20.1 208.9
4500 22.3 206.5 22.4 207.0
5000 24.6 205.0 24.7 205.5
5500 26.9 203.8 27.0 204.2
6000 29.2 202.8 29.3 203.2
6500 31.5 201.9 31.6 202.3
7000 33.8 201.2 33.9 201.5
7500 36.1 200.5 36.2 200.9
8000 38.4 200.0 38.5 200.3
8500 40.7 199.5 40.8 199.8
9000 43.0 199.1 43.1 199.3
9500 45.3 198.7 45.4 198.9
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Vessel Illustration SkySails IMO Data to

Fuel Consumption Rate [t/d] at 0-4 Bft, normalized to 8 m draft

4.0 10.7
5.0 10.9
6.0 11.3
7.0 11.8
8.0 12.5
9.0 13.5

10.0 14.8 Current Charter
11.0 16.5 Warranties
12.0 18.7
13.0 21.3
14.0 24.4
15.0 28.2
16.0 32.7 12.0 20.0
17.0 37.9 13.0 23.0
18.0 44.0 14.0 26.0
19.0 * 15.0 30.5
20.0 * 16.0 36.0
21.0 * 17.0 42.0
22.0 *
23.0 *
24.0 *

Reference Condition FCR at Reference Speed & Conditions * exceeding max. FCR

Ship Speed 15.0 kn 28.2 t/d
Draft 8.0 m
Weather 0-4 Bft

Shaft + PTO Power [kW] and Main Engine BSFC [g/kWh]
(including PTO power where applicable)

500 6.5 545.0
1000 8.7 362.1
1500 10.8 301.1
2000 13.0 270.6
2500 15.1 252.3
3000 17.3 240.1
3500 19.4 231.4
4000 21.6 224.9
4500 23.7 219.8
5000 25.9 215.8
5500 28.0 212.4
6000 30.2 209.7
6500 32.3 207.3
7000 34.5 205.3
7500 36.6 203.6
8000 38.8 202.0
8500 40.9 200.7
9000 43.1 199.5
9500 45.2 198.4

10000 47.4 197.5
10500 49.5 196.6
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Norm. FCR data 0-4 Bft 

FCR Approximation 
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CHARTER WARRANTY MONITORING 
V-PER IMPROVES YOUR BOTTOM-LINE BY REDUCING RISK & BUILDING TRUST




